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Overview

The EVOS® FL Auto Imaging System is a fully
automated imaging system controlled by the

integrated EVOS® FL Auto software. The software,

accessed by the touch-screen monitor, controls
the automated X-Y axis stage and the objective
turret, and features standard and advanced
imaging and analysis tools.

Note: The EVOS® FL Auto Imaging System User
Guide is provided on the USB flash drive. You can
also dowload it from the EVOS® FL Auto Imaging

System product page at www.lifetechnologies.com.

QUICK IMAGE

Home page of the EVOS® FL Auto software

» Quick Image: Provides step-by-step
instructions for capturing an image in the
fastest way possible.

> Capture: Captures a single image while

allowing the direct control of the instrument.

> Scan: Scans an area to acquire multiple
images to build a tiled and stitched image.

» Time Lapse: Creates and runs time lapse
movies based on user specifications.

Setup

1. Unpack the monitor, and plug in the power
cord and the USB cable into the monitor.

2. Unpack the computer and accessories. Plug
in the mouse, keyboard, and power cord.
Connect the monitor and the computer using
the USB cable connected to the monitor.

3. Remove the accessory box and the instrument
from the shipping box. DO NOT lift the
instrument by the stage or the condenser
arm; lift it by the handholds located in the
instrument base.

4. Ensure that the instrument power switch is
OFF, and then plug the power cable into the
power supply and the instrument. Use the
DVI cable to connect the instrument and the
monitor, and use the USB cable to connect
the instrument to the computer.

5. Remove the shipping restraint by loosening
the three thumb screws and pulling the
restraint forward, away from the unit.

6. Turn the instrument power switch ON. The
automatic X-Y stage will begin to move within
a few seconds of being powered on.

7. Once the stage has stopped moving and the
windows desktop appears on the monitor,
double-click the EVOS® logo (next to the start
button) to launch the software.

8. Once the Home page is displayed, the
instrument is ready to use.















